Microcoin SP

Product Bulletin
General Maintenance

The Microcoin SP is designed to minimise debris and coin jams. It has a patented “parallel path” debris release system, which splits the entire SP housing in a parallel action to clear most debris jams with a push of the reject button. A hinged housing design allows the SP to be completely opened in order to gain full access to the entire internal coin path for preventative maintenance and cleaning/debris clearance.
In order to access the Microcoin SP for cleaning :

· Disconnect the power source to the validator by detaching any cables.

· Remove the validator from its mounting faceplate.


· Locate the embossed OPEN     at the bottom right of the unit. 

· Place a thumb in the OPEN aperture and firmly lever open the housing by pulling apart the two housing halves. This may feel tight as the locating lugs disengage from their slot positions.

· Clean with a damp lint free cloth. In extreme cases a mild detergent can be used. DO NOT USE SOLVENTS.

· To re-assemble the SP, place each locating lug into its respective notch and firmly push the housing down to snap the lugs back into their slot positions. Ensure that the reject boss is positioned beneath the housing.

· Test the reject action is functioning correctly by depressing the small lever at the bottom left hand side of the unit. The side plate should lift up and out and fall back into place when the lever is released. 

· Re-attach the validator to the faceplate and press the reject button to ensure the debris release system is functioning properly.

· Re-attach the power source and check that the tri-coloured LED (marked M on the label side) is a constant green. When the reject button is depressed the LED should go constant RED. When released it will change back to constant Green.

The Microcoin SP is now ready to accept coins.
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